


Decking Span Chart...
Maximum recommended center-to-center spans with a minimum of three joists are
shown below.  CrossTimbers boards must not be applied to a solid surface.

Note: Diagonal installations cannot exceed 45 degrees. With diagonal installations,
joist spans cannot be greater than 16" for 5/4" x 6" boards and 12" for 7/8" x 6" boards.

Warranty...
GAF-ELK Corporation provides a 20-year limited warranty* for CrossTimbers
Original Decking and a 15-year limited warranty* for CrossTimbers VL Decking
products.  For a copy of the limited warranty, see your CrossTimbers dealer or visit
www.elkcorp.com.

Customer Service…
Contact Customer Service toll free at (866) 322-7452.

Code Evaluation...
ICC Evaluation Service Report (ESR-1590)

Post Fastening... 

Fastening Bolt Position...
Use 1/2" diameter stainless or double galvanized steel bolts long enough to go
through the post and joist with 1 1/2" minimum heavy duty washers on both ends
plus 1/2" for attaching nut. 
Do not put bolts in the center area of the post.  Position bolts just so they miss
the inside edges of the post wall.  Bolts may be tightened by hand with a wrench 
or socket no longer than 10".
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Center to Center Span
Board Size Residential  High Traffic 

Light Duty Boardwalks/Marinas     

5/4" x 6" Voided 24" 16"
5/4" x 6" Solid 24" 20"
7/8" x 6" Voided 16" 16"
7/8" x 6" Solid 16" 16"

"42"42"6 x "2

CrossTimbers Post Mounting Instructions
CROSSTIMBERS 4X4 POSTS MUST BE MOUNTED INSIDE 
THE RIM JOISTS AND/OR STRINGERS. 
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*See product limited warranty for more details.

L-Trim...
L-trim may be applied to cover the sides and ends of boards.  This product should be
applied with a thin layer of construction adhesive and/or a #6 trim head finishing
screw in the center of every deck board.  When using fasteners, fasten through the
center of the void.

Lumber Sizes and Dimensions...

Nominal Size (Length) Actual Size

5/4" x 6" Solid (12') 1.00" x 5.55"

5/4" x 6" Voided (12', 16', & 20') 1.00" x 5.50"

7/8" x 6" Solid (12', 16') 0.875" x 5.50"

7/8" x 6" Voided (12', 16', & 20') 0.875" x 5.50"

2" x 6" (12', 16') 1.45" x 5.60"

2" x 4" Solid (12') 1.50" x 3.55"

2" x 4" Slotted (12') 3.50" x 1.75"

2" x 2" Baluster (12') 1.50" x 1.50"

4" x 4" Post (4.6') 4.00" x 4.00"

L-Trim 1" x 1" (12') 1.06" x 1.00"

1/2" x 6" (12') 0.50" x 5.55"

3/4" x 12" (12') 0.75" x 11.5"


